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MOBILE POWER QUALITY 
ANALYZER

Power Quality System Dynamics Transients Power Grid Impedance

Supraharmonics Power Quality Class A+

Full ConnectivityHighest Precision

2-9kHz (200Hz) according to IEC61000-4-7
8-150kHz  according to IEC61000-4-30 
500kHz Raw FFT and PLC 

According to IEC61000-4-30 Ed. 3( Ed. 4 ready)
Harmonics, Interharmonics, TDD, THD
EN50160, IEEE519, IEC61000-2-2, etc.

Direct power supply for current transducers 
GPS / LTE / LAN / WLAN / CAN / RS485 / DIO 

0.05% Accuracy  / 500 kHz Bandwidth 
More than 20 measurement ranges 20mV to 1600V
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4x U / 4x I

4x U / 6x I

4x U / 8x I

HARDWARE

Accuracy		  0.05%
Sampling Rate		  up to 1 MS/s (350 kS/s 3-phase)
Supraharmonics		  150 kHz / 500 kHz for PLC
Resolution		  18 bit

Inputs			   4x Voltage, 4x to 8x Current
Voltage Range		  800 V / 1600 V 
Safety Category		  CAT III 1000V / CAT IV 600V
Isolation			  6 kV (CH - GND & CH - CH)
Current Input		  Rogowski, Clamp (AC/DC)
Dynamic		  0.5 mA to 150 kA (15 Ranges)
Clamp Power Supply	 +9 V / ± 15 V
Data Storage		  up to 1 TB
IEC61000-4-30		  Class A (Ed.3 and Ed.4)
Interfaces		  Digital IO / CAN / RS485 / GPS 
			   LAN /  WLAN / LTE / Bluetooth

PQA 8000H

PQA 7000 Accuracy		  0.05%
Sampling Rate		  48 kS/s
Supraharmonics		  20 kHz
Resolution		  24 bit

Inputs			   4x Voltage, 5x Current
Voltage Range		  800 V / 1600 V 
Safety Category		  CAT III 1000V / CAT IV 600V
Isolation			  6 kV (CH - GND)
Current Input		  Rogowski, Clamp (AC/DC)
Dynamic		  0.5 mA to 150 kA (15 Ranges)
Clamp Power Supply	 +9 V / ± 15 V

Data Storage		  256 GB
IEC61000-4-30		  Class A (Ed.3 and Ed.4)
Interfaces		  Digital IO / CAN / RS485 / GPS 
			   LAN /  WLAN / LTE / Bluetooth

CONNECTIVITY

-  Highest Precision SYNC
-  Dataoverlay Function

PQA 8000H

PQA 7000

INSTRUMENT OPTIONS SYNCHRONISATION

-  Highest Precision SYNC
-  Dataoverlay Function
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SOFTWARE

20 kHz 60 kHz40 kHz

EN50160 / IEEE519 / IEC61000-2-2 etc.

Harmonics, InterharmonicsScope

Vector ScopeTable View

Easy Configuration

Grid Impedance

Supraharmonics Events Automatic Reporting

EASY Remote Connection  
via AnyDesk©, Teamviewer©, or any other software

Dynamic and static data
Raw Data with sampling rate + 1/2 period values + 10 period values + 10 min average

Sensor Correction
for frequency dependent amplitude damping and phase shift

2-9 kHz / 8 - 500 kHz / Raw FFT

Scope

Vector ScopeTable View

Easy Configuration

Events Automatic Reporting

2-9 kHz / 8 - 500 kHz / Raw FFT
for voltage and current

Example Supraharmonics of V2G (vehicle to grid) charger 
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Supraharmonics FlickerInterharmonicsHarmonics Unbalance

THD

www.neo-messtechnik.com

NEO Messtechnik GmbH
Sonnweg 4 
2871 Zöbern
+43 2642 20 301
sales@neo-messtechnik.com

SCHOTEC AG
Moosacherstrasse 15
CH-8804 Au
Telefon: +41 44 727 75 50
info@schotec.ch

Transiente Resonanzen
Oszillationen

Schaltvorgänge Überspannung
Unterspannung

CONTACT

THE REFERENCE  
INSTRUMENTS

POWER

WAVEFORM  & TRANSIENTSPOWER QUALITY

DISTURBANCES AND SYSTEM DYNAMICS

AUSTRIA SWITZERLAND

DC to 500 kHz for voltage and current
- Harmonics / Interharmonics / THD / TDD
- Subharmonics / DC 
- Supraharmonics 2 -9 kHz (IEC61000-4-7)
- Supraharmonics 8 - 150 kHz (IEC61000-4-30)
- 500 kHz FFT and PLC Digital Data Stream
- Grid Impedance up to 150/420 kHz

Disturbances
  1/2 period

Grid
Impedance

PMUFrequency
RoCoF

Phase Angle
Jumps

150kHz

Energy

kWh

VectorVoltage
Current

Digital
Signalling

Power

  Harmonics         Interharmonics   Supraharmonics          Flicker          Unbalance
  Transients	          Resonances ,      Switching 	       DC Offset         Overvoltages
	           Oscillations        operations         	            Undervoltages


